COMMUNITY DEVELOPMENT

PERMIT CENTER FLOOR JOISTS

2007
CA BUILDING CODE 2308.8

CITY OF BELMONT

BEARING WALL

SUPPORTING GIRDER MINIMUM 2-INCH-THICK
oy L (RECOMMENDED) FULL-
eia b SUBFLOORING DEPTH SOLID BLOCKING

A2 e AT 8 FEET ON CENTER,
> % 6
JOISTS, TYPICAL SECTION 2308.8.4 L/" %
JOISTS, TYPICAL
DISTANCE ¥ MUST NOT EXCEED DIMENSION X
SUPPORT OF BEARING PARTITION—PERPENDICULAR TO JOISTS SOLID BLOCKING
BEARING WALL WOOD BRIDGING AT 8
SUBFLOORING FEET ON CENTER,

MAXIMUM

X

DOUBLE JOIST DIRECTLY BELOW BEARING %
WALL ABOVE—RECOMMEND ATTACH

TOGETHER WITH 16d COMMON OR BOX
FAGE NAILS AT 16 INCHES ON CENTER
ALONG EACH EDGE JOISTS, TYPICAL

JOISTS, TYPICAL

SUPPORT OF BEARING PARTITION—PARALLEL TO JOISTS WOOD BRIDGING

METAL BRIDGING AT 8
FEET ON CENTER,
MAXIMUM

JOISTS, TYPICAL —

METAL BRIDGING MUST BE
APPROVED BY BUILDING OFFICIAI

SUBFLOORING ATTACHED

TOEACH FLEOR 0BT, MINIMUM 2-INCH-THICK

FULL-DEPTH SOLID
BLOCKING REQUIRED AT
£ ENDS AND SUPPORTS
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TO EACH FLOOR JOIST
JOISTS, TYPICAL

ALTERNATE TO SOLID BLOCKING OR BRIDGING
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