COMMUNITY DEVELOPMENT
PERMIT CENTER

GROUNDING

2007 CA. ELECTRICAL CODE

CITY OF BELMONT

POINT OF ATTACHMENT TO BUILDINGS.
SECTION 230-26, SHALL BE NOT LESS THAN
10 FEET (3.05 m) ABOVE FINISHED GRADE

POINT OF ATTACHMENT TO
BUILDINGS, SECTION 230-26

CLEARANCES OF
SERVICE DROPS:
SECTION 230-24

THREADED HUB

MAX.6 FEET
(1.83m)

MIN. 4 FEET NOT

(1.22 m)

|
RECOMMENDED
HEIGHT OF
METER SOCKET

BONDING
SECTIONS
250-71
THROUGH
25080, ALSO
INSULATING
BUSHINGS
3736(c)

GROUND LEVEL

BONDING-BUSHING

GROUND CLAMPS

COLD WATER PIPE

BONDING JUMPER

250-50 & 250-52

IN GENERAL, SERVICE HEAD
TO BE ABOVE CONNECTIONS:
SECTION 230-54

SIZE OF SERVICE-ENTRANCE CONDUCTORS:
SECT/ON 23041 (100-AMPERE MINIMUM).
GROUNDED NEUTRAL MAY BE INSULATED
OR BARE. SEE NOTE 3 TO TABLES 310-16
THROUGH 310-19 FOR SPECIAL AMPACITY
RATINGS FOR RESIDENTIAL SERVICES

CONDUIT SIZE: TABLES 34, 38, 3C — CHAPTER S

MOUNT METER AT EYE LEVEL
NEUTRAL BONDED TO METER ENCLOSURE

MAIN SWITCH AND OVERCURRENT
PROTECTION: SECT/IONS 230-70
THROUGH 230-94

DISCONNECT MEANS LOCATED AT NEAREST
POINT OF ENTRANCE OF SERVICE CONDUCTORS.
SECTION 230-72(C)

230-98 AVAILABLE SHORT-CIRCUIT CURRENT.
SERVICE EQUIPMENT SHALL BE SUITABLE FOR
THE SHORT-CIRCUIT CURRENT AVAILABLE AT
ITS SUPPLY TERMINALS.

FUSES OR CIRCUIT BREAKERS MUST HAVE
INTERRUPTING CAPACITY SUFFICIENT FOR
VOLTAGE EMPLOYED AND CURRENT WHICH
MUST BE INTERRUPTED. ISECT/IONS 110-9 AND
170-10).

REQ'D HERE

L)

> NEUTRAL BAR GROUNDED TO ENCLOSURE

SERVICE GROUNDING ELECTRODE CONDUCTORS
[~ TABLE 25094, SECTIONS 250-91, 250-92

BONDING JUMPERS, SECTIONS
250-80. 250-81, 250-83, and 250-94

CONDUIT

SUPPLEMENTAL GROUNDING
ELECTRODE SECT/ONS 25087,
250-83 MINIMUM LENGTHBFT
(2.44 m) THIS BONDING JUMPER
NEED NOT BE LARGER THAN
NO.6 COPPER SECT/ON 250-81(a)

Fig. 274 The wiring of a typical service-entrance installation and Code rules for system grounding.

SEE ATTACHED:
“ARTICLE 250-GROUNDING AND BONDING”
CA.ELECTRICAL CODE
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